TASOLLER 


MANUAL 


Thanks for buying the TASOLLER. 
Please read the guide carefully before use. 








What's in the box 


TASOLLER 1PCS 


The Manual 1PCS 


USB-A to USB-C Cable 2PCS 





2PCS 


M6 Thumb Screw 


The name of each part 





FN2 button 


FN1 button 


USB-C for PC 


USB-C for POWER 









Touch Panel 





There are 32 touch pads at the bottom of the Touch Panel, 


numbered as shown above. 
The key combination function will use them. 


Right Sensor Connector "le oes, 





List of key combinations 


All functions can be switched by the key combinations. The distribution of the 
combination keys is shown in the figure below. 


begeure 


Color of light Function of control @® 





Adjust the light color on the left. 





Adjust the light color on the right. 


Adjust the default light color. 





Adjust the pressing light and isolate the light color. 





Tips: When adjusting the color continuously, you can press FN1 


without letting go, and quickly click the touch pad. 


Increase / decrease touch pad sensitivity. 
Adjust the number of isolated lights (3, 7, 15). 
ON / OFF the Touch Panel light 


ON / OFF Left and right lights. 





Switch to 8key layout 


Switch to 16key layout. 





Switch to 32key layout. 





Connection 







LN Caution!!! 


The selected M6 screw holes must be on the same axis. 
Otherwise, the Sensor will not work. 









There are 2 M6 screw holes, 
which can be selected according to the habit of raising your hand 
We recommend using the B position 











PC USB 3.0 
U) 
Mobile phone USB charger mobile power PC USB 3.0 
= 4 —— 
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* It is not recommended to use USB-Hub. If you must use it, please use an independently 
powered USB-Hub. 

* It is recommended that the USB-A interface be directly connected to the USB interface of the 
computer's motherboard 

* The other end of the USB-C cable can be connected to any USB-A interface (must provide 
more than 1A current). 


32 key, 16 key, 8 key layout 


TASOLLER has 3 key layouts, which can be switched by combination keys. 


32 key layout 





Q: In the dry weather in winter, the static electricity of the body may affect the 
Touch Panel. Randomly several Touch Pads are in a state of continuous 
pressing. 

A: It can be solved by replugging and unplugging the USB-C for PC: it will not 
affect the life of the product. 

Q: Keep the Touch Panel drz. If there is a lot of hand sweat, it will affect the 
feedback effect of the touch Panel; 

A: If your hands are sweaty, use a towel to dry the Touch Panel. 

Q: When TASOLLER has been connected to the computer, at this time, turn on the 
computer power button, the computer stays in the self-check interface and 
cannot enter windows (some computers will appear) 

A: Unplug the TASOLLER USB-C for PC interface, wait for the computer to enter 
the windows, and then insert the USB-C’interface. 


CAUTIONS !!! 


& When the layout is switched among 8key, 16key and 32key, after pressing the 
combination key, the switching time is about 5 ~ 10 seconds. Windows needs 
some time to recognize TASOLLER again. When you hear the sound that 
windows recognize a new USB device, it means that the switch is completed. 


4 if the sensor connector is not connected, TASOLLER would judge that the 
sensor is always in the triggered status. 


Q The USB-C interface is not very stable. Please try to keep the usb-C cable and 
usb-c interface in a stable environment, and please do not use TASOLLER on 
your legs. The strong swing will shorten the life of usb-C interface. 


& Please do not tap the touch panel too hard. Otherwise, the product may be 
damaged. 


Q&_|t would be better to use it indoors. The outdoor sunlight may interfere the 


infrared sensor. 


Adjust light color 


Adjust the light to follow the principle of "up is +” and "down is -". The color 
changes cyclically in the order of the spectrum. 
Cycle sequence: red, orange, yellow, green, blue, purple, white , red... 


Adjust the sensitivity of Touch pad 


The default sensitivity value is 8, the maximum value is 16, and the minimum value 
is 1. Please adjust it according to your habit. 
The recommended interval is 4-10. 


Maximum sensitivity 16 








Recommended maximum sensitivity 10 


Default sensitivity 8 


Our company warrant that we will comply with this aftermarket terms, 
and it doesn't cover the accessories of this product. 


* Within 1-7 days, whatever problem happens, our company will provide free maintenance, 
free replacement, and bear the shipping cost. 


* Within 8-30 days, only in the case of normal use, we will provide free maintenance, free 
replacement. The shipping cost need to be born by the customer. 


* Within 31-180 days, we will provide technical support via email, and free maintenance. The 
cost for replacement and shipping need to be born by the customer. 


* If it were beyond 180 days, we only provide technical support via email. The other cost 
need to be born by the customer. 
This warranty doesn’t cover following cases, and our company will provide 
paid maintenance service. 


* Doesn't provide order number when asking for maintenance. 


Second-hand products. 


The failure/damage caused by fire, earthquake, flood, public nuisance, fighting strike, salt 
injury and the other natural disasters. 


The failure/damage caused by dropping or impacting this product during the shipment, 
movement. 


The failure/damage caused by wrong connection method, or the operation not in 
accordance with the guide. 


The failure/damage caused by the operation not in accordance with the notices, 


The failure/damage caused by unauthorized modification. 


© @gamotwo 


2 sales@gamo2.com 


To learn more, please visit: dj-dao.com/cn/support 





